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WOLPONAL FLR 
 
 
 
Chemical composition 
Combination of selected detergents and surface active substances. 

 

 
Application 
WOLPONAL FLR is a special washing agent, 

for the wet treatment of outer clothing. 

 

WOLPONAL FLR reliably removes severe 

soilings from clothing without affecting 

colour or fibres.The colours stay clear and 

brillant, the scent neutral and the grip soft 

and smooth.  

WOLPONAL FLR has full effectiveness from 

30°C and above and it is free of bleaching 

agents or optical brighteners.  

WOLPONAL FLR can be used for all kinds of 

fibres (except wool and silk), it is biologically 

degradeable and completely free of 

phosphates. 

 

Properties 
Appearance:  not colored liquid  

Density (20°C):  approx. 1,0 g/cm3 

pH-value (10%):  approx. 7 

Charge:                                                mixed ionic 

 

 

  
Dosage 
After brushing/spraying, in the washing-

machine. 

Temperature level: 30°C – 90°C. 

High water hardness can increase the 

consumption of detergent up to 30%.  

 

Use 
washing machine:  

3 - 5 ml WOLPONAL FLR / L bath or 

1.5 - 2% WOLPONAL FLR of the goods weight  

at a usual ratio of liquor of 1:4 - 1:5. 

 

For severely soiled clothing we recommend 

an addition of appr. 1 - 2% WOLPONAL FLR 

for the pre washing bath, for the main 

washing cycle  appr. 0.5 – 1% of the weight of 

goods.  

In some tough cases we recommend to add a 

booster of the "SECONAL-Series". 

 

Use-Level 
The optimized dosing level has to be 

determined by test or by experience.  

 

Storage 12 months in originally sealed packaging at room temperature (10 – 25°C). Lower temperatures 

may cause a phase separation or turbidity. Freezing has no negative impact on product quality. Warming 

up to room temperature and careful stirring will return the product to its original appearance and 

consistency. 

 
Packaging 

 

- ECO - box (22L) 

- PE can (25L) 

- PE drum with screw up (220L „L-ring“) 

- Container (IBC 1000L) 
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